
 

  

Eco-7 In-Line Fridge Water 

Filter 

 

Application:  In-line 

appliance water filter for 
direct in-line connection 

to US style fridge 
freezers or water 

coolers. 

 

 

 

 

Features and Benefits 
Healthy: Produces healthy water from your fridge freezer. Filter removes chlorine, bad tastes 

and odours, heavy metals and more, whilst remineralising the water with healthy 

minerals. The filter will remain bacteriostatic thereby preventing algae, fungi and 
bacterial growth within the filter. 

Fitment: Fits to wall behind or alongside fridge with easy to use bracket. Plumbs into existing 

water pipe at rear of fridge. 

Construction: White ABS, does not rust. 

Approvals: The active ceramics have won NSF 42 approval. NSF 42 is the internationally 
recognised accreditation by the NSF and is the standard for drinking water media and 

products (www.nsf.org). The material of the spheres is also approved by the Water 
Research Centre under the Water By-laws scheme for use in contact with potable 
water. 

Warning: Meant for filtering municipal water. Do not use with water that is microbiologically 
unsafe or of unknown quality without adequate disinfection before or after the 

system. 

Caution: To reduce the risk of property damage due to water leakage you must read and 
follow installation and use instructions before installation and use of this product. 

 

Eco-Advantage: Active 

ceramics are naturally 

occurring. Remaining 

ceramic product can be 

scattered in the garden for 

improved soil drainage and 

plant growth. Filter housings 

can be reused/recycled at 

end of life.  

 
 

http://www.nsf.org/


 

Contaminant Removal and Reduction 

Effective filtration is dependent upon normal levels of contaminants, water pressure and flow rates as 
recommended under Specifics table. 

Chlorine, taste and odours. Up to 99% 

Sediment reduction Yes 

Reduction of trace heavy metals incl. copper, aluminium, mercury, zinc 
and more. 

Yes 

Ceramics deter re-growth or breeding of bacteria, fungi or algae within the cartridge. Helps creates 

sterile environment within the filter. 

The cartridge removes microbes down to 1 micron. Cartridge will effectively reduce dirt, rust and 
suspended matter. Removes chlorine, most organic chemical and compounds including THM's 

(Trihalomethanes). 

Effectively reduces volatile organic compounds for clean, safe, healthy and great tasting drinking water. 

Specifics 

Size: 265mm x 85mm x 80mm diameter 

Usage: Potable water 

Flow rate: 3 litres/minute 

Max pressure: 7 bar/100 psi 

Life span: Up to 12 months (with normal water quality and usage) 

Capacity: 10 000 litres (with normal water quality and usage) 

Operating 
temperature: 

4 - 38 degrees C 

Media: 50% GAC (Granular Activated Carbon) and 50% Active Ceramics 
(Super/Redox ceramic) 

Connections: External fitment. Supplied with 6mm or 1/4" pushfit fittings and  

1 x wall cradle 

 


